
 

 

 
LV110 
Roadway Kerbing 

Key Focus Area 
Liveability 

 Responsible Directorate 
 Infrastructure 
 
 Relevant Council Delegation 
 Nil 

Purpose 

To ensure all kerbing works with the Town is of a consistent quality and used appropriately in line with 
the Australian Standards and Main Roads Western Australian (MRWA) guidelines. 

Policy 

The Claremont Town Council requires kerbing to be of a consistent standard / design and constructed 
using quality products and construction methods. 

Kerbing type is determined by the following: 

• Safety considerations 
• Functional road hierarchy, 
• Parking considerations e.g. verge or road side parking, 
• Visual amenity, 
• Resident consultation. 

Safety issues take precedence over other determining factors and will be assessed by an appropriately 
qualified and experienced civil designer. Approval is delegated to the CEO. 

To ensure the appropriate and consistent use of kerbing the town will ensure that: 

• Developments and subdivisions conform with the kerbing policy , 
• All kerbing works are safe, aesthetically appropriate for the area and its use, 
• Adhere to Australian Standards and MRWA Guidelines. 
• Use materials that provide best value, and are endorsed by MRWA. 
• The Town, on the following category of roads, generally utilises; 

o District Distributor (category A) – a ‘Semi-Mountable’ profile kerbing, 
o District Distributor (category B) – a  ‘Semi-Mountable’ profile kerbing, 
o Local Distributor – a ‘Semi-Mountable’ or ‘Mountable’ profile kerbing, 
o Access roads and lane ways – Semi – Mountable, Mountable, or Flush profile kerbing. 

• Physical local area traffic management treatments 
o Traffic Islands – Semi Mountable or Mountable profile Kerbing, 
o Intersections – Semi Mountable or Mountable profile Kerbing 
o Roundabouts – Mountable and Barrier profile Kerbing  
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